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SCHOMBURG

Building.
Solid.
Competent.Not built on sand:

SCHOMBURG has stood strong for quality
and competency in the construction market 
for the past 70 years.  Supported by a 
corporate culture dedicated to quality and 
protecting the environment, high quality 
construction materials for professionals are
developed and manufactured. 

SCHOMBURG – Providing Your Systems.



SCHOMBURG

A partner for construction professionals.  

For more than 70 years, national and international customers have trusted the 
SCHOMBURG Group for construction materials for many diverse applications.  The 
companies core competency lies in developing and producing high quality and effective
materials for the waterproofing and restoration of buildings and construction elements.
Industry professionals value the quality and efficiency of the products, as well as the service
and therefore the competency of the company.

SCHOMBURG recognizes that there is more to a successful partnership than just delivering
products.  Just a few examples of the extra mile SCHOMBURG goes include customized
construction solutions with specialty details, on-site technical evaluations for difficult projects
and application instructions to increase efficiency and effectiveness.  To increase awareness
and further education SCHOMBURG also provides customised training seminars and 
educational presentations for architects & engineers, as well as applicators and sales 
representatives.   

Just as with life itself, nothing is perfect.   Everything is in constant motion and each new
day brings new ideas and demands in the market place.  SCHOMBURG strives to provide
solutions ahead of the rest in order to stay in front of the competition, because this is also a
competitive advantage for our customers.  Not only new solutions, but also products with
long and proven track records of over 40 years belong to the mix.  Brand names such as
AQUAFIN®, COMBIFLEX®, ASODUR®, ASOCRET®, THERMOPAL® and UNIFIX® shape 
the market.  Through ongoing quality control and improved application techniques, these
products are the guarantee for success in the German and international market.  We look
forward contributing to your success!

Waterproofing, 
restoration, adhesives

and coatings –
Innovative and 

intelligent systems
from Lippe, Germany. 
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Waterproofing

Drainage/installation mortar

Grout for block pavers

Rapid setting cements

Screed primers, -bonding coatings, -additives

Joint sealants

Concrete and mortar additives

Cleaning agents

Accessories for waterproofing materials – construction joints

Accessories for horizontal barrier – injection holes

Auxiliaries and tools

Bonding slurry

Screeds

Special screeds

Impregnations

Sealers

Primers

Coatings

Pouring and bonding resins

Joint sealants

Crack injection

Primers

Waterproofing

Tile adhesives

Natural stone adhesive

Tile grouts

Elastic joint sealants

Repair mortars, smoothing compounds

Joint Tapes

Complementary items
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Primers

Waterproofing material, Joint Tapes

Loam building products, Insulation

Protective paints and coatings

Liquid waterpoofing material/Impregnating agents

Paints

Mortars and restoration plasters

Smoothing compounds, repair mortars

Facade protection

Elastic joint sealants
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AQUAFIN®-2K/M is a state of the art,
highly flexible, protective and waterproof
coating, ideal for sealing and coating a wide
variety of projects.  It was developed due to
a demand for a truly flexible coating, not only
in terms of physical properties, but also in
terms of applications and application
methods.  It is a two-component product 
resistant to water, moisture and abrasion, 
and composed of a cementitious powder 
and solvent free liquid.  It has superior 
adhesion to many substrates, including 
concrete, brick, masonry and some natural
stone substrates.  

AQUAFIN®-2K/M is a leader in its class 
with up to 60% elongation, making it the 
perfect solution for waterproofing 
substrates prone to movement and cracking.  

Joint-Tape-Technology

Your guarantee to a safe, durable and long
lasting waterproof application.
ASO®-Joint-Tapes offer a complete program
for the sealing and waterproofing of all joints,
pipe and sleeve penetrations. 

ASO®-Joint-Tapes are highly resistant to alkalis,
oil and grease and are composed of an 
innovative composite laminate material 
based on a water-resistant membrane and 
a polypropylene fleece. Waterproof of 
ASO®-Joint-Tape overlaps is guaranteed by the
excellent adhesion properties. All types can
be used below grade and outdoors thanks to
its rot proof resistance and UV stability.

Typical application:

• Wet rooms (WC, bathroom, shower & 
kitchen) below ceramics

• Submerged areas and construction joints

• Waterproofing of below grade and 
floating slabs (multi-storey garages/car
parks)

Elastomeric
Waterproofing

Typical application:

• Swimming pools (tiled and untiled)

• Marine and zoo aquarium tanks

• Plaza decks and patios

• Balconies, parapet walls, planter
boxes

• Mechanical rooms

• Underneath tile mortars in kitchens, 
bathrooms, etc.

• Water and waste water treatment
tanks   

• Above and below grade, 
interior or exterior
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Primers

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASOL-V
Bituminous primer, 
solvent based

2 03035003/b 30 l 16
2 03035001/b 10 l 45• Solvent containing primer and pre-

treatment for solvent containing bituminous
coatings and smoothing/filling compounds.

• For exterior use.

Consumption:
200–300 ml/m2, dependent on the porosity
of the background

ASOL-FE
Solvent free protective bitumen
pre-coating

2 02840002/b 28 l 18
2 02840001/b 14 l 24
2 02840004/b 5 l 85

• Solvent-free, sprayable, rollable, brushable,
phenol-, tar-, PCB/PCP-free, protective
bitumen coating. Can be applied on damp
substrates without priming.

• Used as a pre-treatment for polymer
modified bitumens such as COMBIDIC-1K
and the KSK-Abdichtungsbahn.

• For concrete, foundations, render, metal,
wood, roofing membranes etc.

Consumption:
200–250 ml/m2 per coat 
(min 2 coats required)

ESCO-FLUAT
Solution for handling building
damaging salts

2 04146002/b 25 kg 24
2 04146001/b 10 kg 60
2 04146003/b 1 kg 36 cart.

(1 kg x 12 / cart.)

• Ready for use solution, protects against
salts damage to structures (sulphates and
chlorides). Lead-free, consolidates through
deep-impregnation.

• Fluorosilicate treatment of old, unplastered
masonry, especially under waterproofing
slurry coats and restoration plasters. 

Consumption:

Two coat application 
approx. 0.4–0.5 kg/m2
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Waterproofing material - Bitumen

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASOL-F
Protective bitumen coating,
solvent-based

2 02828004/b 30 l 16
2 02828001/b 10 l 45• Sprayable, rollable, brushable, phenol-, 

tar-, PCB/PCP-free, solvent-based,
protective bitumen coating.

• For concrete, render, metal, wood, 
roofing membranes etc. 

Consumption:
approx. 300–500 ml/m2 per coat

ASOL-FE
Solvent free protective bitumen
pre-coating

2 02840002/b 28 l 18
2 02840001/b 14 l 24
2 02840004/b 5 l 85

• Solvent-free, sprayable, rollable, brushable,
phenol-, tar-, PCB/PCP-free, protective
bitumen coating. Can be applied on damp
substrates without priming.

• Used as a pre-treatment for polymer
modified bitumens such as COMBIDIC-1K
and the KSK-Abdichtungsbahn.

• For concrete, foundations, render, metal,
wood, roofing membranes etc.

Consumption:
200–250 ml/m2 per coat 
(min 2 coats required)

ASOL-SM
Bituminous smoothing
compound, fibre-reinforced,
asbestos-free

2 03009002/b 10 kg 45
2 03009001/b 5 kg 75
2 03009003/b 1kgx18/cart.* 21 cart.

• Trowelable solvent-based bituminous
sealant, UV-resistant, strong bond,
asbestos-free.

• For smoothing and repair work in roof
areas e.g. fibre cement, roofing
membranes, hot-welded bitumen sheets,
lead and zinc.

Consumption:
1.0 kg/m2 bei 1 mm thickness
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COMBIFLEX-EL
2-comp. bituminous high 
build waterproofing - 
with lightweight fillers

2 05035002/b 22 l 18
2 05035003/b 11 l 24

(Combination 
packaging)

• 2-comp., polymer-modified, solvent-, 
PCB- and PCP-free high build bitumen
coating.

• Tested to DIN 18195 part 2.
• Yields its own water through chemical

reaction (quickly rainproof).
• Can also be used on matt damp substrates.
• Tested waterproof system against ground

moisture up to hydrostatic pressure on
brick-work and concrete.

• Can be applied without primer.
• Low consumption per surface area.
• Powder components chromate and 

cement free.
• Tested radon barrier.

Consumption:
approx. 3.75–5.0 l/m2/type of load 
Up to 35% material cost savings.

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

COMBIFLEX-C2/S
2-comp. sprayable 
bituminous waterproof coating

2 05017003/b 1000 l
2 05017002/b 180 l
2 05017001/b 28 l 18

2 05018002/b 10 l 60
(B-comp. blue)

• 2-comp., polymer-modified, 
solvent-, PCB- and PCP-free sprayable
bitumen coating.

• Mechanical application with e.g. 
Inomat-M8.

• Tested to DIN 18195 part 2.
• Yields its own water through chemical

reaction (quickly rainproof).
• Can also be used on matt damp substrates.
• Tested waterproof system against ground

moisture up to hydrostatic pressure on
masonry and concrete.

• Can be applied without primer.
• Tested radon barrier.

Consumption:
approx. 3.0–6.0 l/m2/type of load
With the Inomat-M8 up to 
80 m2 surface area per hour.

12
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COMBIFLEX-C2/P
2-comp. bituminous high build
waterproof coating, powder B
component

2 05025002/a 25 kg 18
(Combination 

packaging)
• 2-comp., polymer-modified, solvent-, 

PCB- and PCP-free thick bitumen coating.
• Tested to DIN 18195 part 2.
• Yields its own water through chemical

reaction (quickly rainproof).
• Can also be used on damp substrates.
• Tested waterproof system against ground

moisture up to hydrostatic pressure on
masonry and concrete.

• Can be applied without primer.
• Powder components chromate and 

cement free.
• Tested radon barrier.

Consumption:
approx. 4.5–7 kg/m2/type of load  

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

COMBIFLEX-C2
2-comp. bituminous 
high build waterproof coating -
trowel or spray applied

2 05015002/b 28 l 18
(plus 

400 ml B-comp.)

2 05015001/b 14 l 24
(plus 

400 ml B-comp.)

2 05015003/b 180 l

• 2-comp. high build bitumen coating.
• Tested to DIN 18195 part 2.
• Yields its own moisture through chemical

reaction (quickly rainproof).
• Can also be used on damp substrates.
• Tested waterproofing system against

ground moisture up to hydrostatic pressure
on brick-work and concrete.

• Can be used without primer.
• Tested radon barrier.

Consumption:
approx. 3.5–6.3 l/m2/type of load 
With the Inomat-M8 up to 
80 m2 surface area per hour.



COMBIDIC-1K
1-comp. bituminous high 
build waterproof coating

2 05011001/a 28 l 18
2 05011002/a 14 l 24• 1-comp., polystyrene-filled, polymer

modified high build bitumen coating.
• Tested to DIN 18195 part 2.
• Environmentally friendly - solvent free.
• Waterproof system tested against ground

moisture up to hydrostatic pressure on
brick-work or concrete.

• Bonding of protective and drainage boards
such as INA-Schutz-und-Drainelement. 

Consumption:
approx. 4.0–5.0 l/m2/type of load

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

COMBIFLEX-DS
Elastic protective coating,
Bitumen-Rubber

2 05009003/b 180 l
2 05009002/b 28 l 18• Ready to use, solvent-, PCB- and PCP-free

bitumen-polymer-combination, cross links
by drying to a highly elastic membrane.

• Officially tested up to 70m head of water
accord. to DIN 1048.

• Protective coating against moisture in civil
engineering above and below ground.

• Tested radon barrier.

Consumption:
approx. 1.0–1.5 l/m2

COMBIDIC-2K
2-comp. bitumen drainage 
board adhesive

2 05012001/b 30 kg
(22 kg A-comp.) 18

(8 kg B-comp.) 130
• 2-comp., PCB and PCP free, fibre-

reinforced, polymer modified high-build
bitumen coating.

• Environmentally friendly - solvent free.
• For bonding drainage and protective

boards such as the INA-Schutz-und-
Drainelement or perimeter insulation onto
existing surface tanking in areas in contact
with the ground. 

Consumption:
approx. 1 kg/m2/mm thickness

14

Waterproofing and Restoration



Waterproofing material - Epoxy resins/Polyurethanes

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASODUR-IH
2-comp. epoxy injection resin

2 05769002/c 3 kg 84
2 05769001/c 1 kg 32 cart.

(1kgx6/cart.)

(Combination 
packaging)

• 2-comp. solvent-free epoxy resin.
• For a tight bond and seal of cracks in

concrete.

Consumption:
dependent on the application

AQUAFIN-P1
PU-injection resin

2 05090002/c 55 kg 100
2 05090001/c 1.1 kg 40 cart.

(1.1kgx6/cart.)

• 1-comp. PU-injection resin for
waterproofing of water-bearing cracks.

• Ready to use, foams quickly with high
volume increase offering high resistance.

• Fulfills the requirements of the KTW-
recommendations (plastics and potable
water).

Consumption:
dependent on the application

AQUAFIN-P4
PU-injection resin

2 05091003/c 21 kg
(10 kg A-comp.) 50
(11 kg B-comp.) 50

2 05091002/c 10.5 kg
(5 kg A-comp.) 100

(5.5 kg B-comp.) 100

2 05091001/c 2.2 kg
(1 kg A-comp. x 6/cart.) 40 cart.

(1.2 kg B-comp. x 6/cart.) 40 cart.

• 2-comp. elastic PU-injection resin.
• Slow reaction hardening to a viscoelastic

pore-free material.
• Advantageous application by means of

suitable injection pumps.
• Fulfills the requirements of the KTW

recommendations (plastics and potable
water).

• Officially approved as a system with
AQUAFIN-CJ1 and AQUAFIN-CJ2
(injection tubes).

Consumption:
dependent on the application

15
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Waterproofing material - Mineralic

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

AQUAFIN-1K
Waterproofing slurry, rigid

2 04248003/a 25 kg 42
(grey)

2 04248001/a 6 kg 32 cart.
(grey) (6kg x 4/cart.)

• Cementitious waterproofing slurry against
ground water and backwater, also under
negative pressure. DIN tested up to 70 m
water column.

• On concrete and masonry, in the structural,
civil and hydraulic engineering sectors,
interior and exterior, for new and old
buildings.

• Technical regulations approval for structural
waterproofing.

• Powder component of AQUAFIN-2K. 

Consumption:
approx. 3.5–4.5 kg/m2

AQUAFIN-2K
Flexible waterproofing slurry

2 04250003/b 33.33 kg
(grey) (25 kg A-comp.) 42

(8.33 kg B-comp.) 40

2 04250001/b 8 kg
(grey) (6 kg A-comp., 32 cart.

6kg x 4/cart.)
(2 kg B-comp.) 100

• Flexible, 2-comp. waterproofing slurry
against ground- and backwater, also
against negative pressure.

• On concrete and masonry, in building
construction, engineering and water
construction, interior and exterior, for new
and old buildings, also underneath tiles, for
channels, pits, manholes, liquid manure
pits and fermenting silos.

• Tested according to German construction
regulations for use at stress levels A1/A2
and B in combination with natural stone
and tiles.

Consumption:
approx. 3.5–4.5 kg/m2

(depending on the stress level)

16
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AQUAFIN-2K/M
Elastomeric waterproofing 
slurry

2 04280002/b 35 kg
(grey) (25 kg A-comp.) 42

(10 kg B-comp.) 40

2 04280101/b 25 kg 42
(grey) (A-comp.)

2 04280004/b 21 kg 18
(grey) (15 kg A-comp.)

(6 kg B-comp.,
6kg x 4/cart.) 32 cart.

2 04281006/b 7 kg
(grey) (5 kg A-comp., 32 cart.

5 kg x 4/cart.)
(2 kg B-comp.) 100

2 04281103/b 5 kg 32 cart.
(grey) (A-comp.,

5 kg x 4/cart.)

• 2-comp., elastomeric, cementitious
waterproofing slurry against ground- and
back-water. Mixed without adding water.

• On concrete and masonry, in the building
and civil engineering sector, interior and
exterior use, for new and old buildings,
and also under tiles. Also for use in canals,
manholes and swimming pools.

• Approved acc. to DVGW W270 and
W347 for potable water.

• Tested according to German construction
regulations for use at stress levels A1/A2
and B in combination with natural stone
and tiles.

• Crack-bridging.
• Tested according to DIN 4030 against

water aggresive to concrete.
• Tested for resistance to liquid manure.

Consumption:
approx. 3.5–4.5 kg/m2

(depending on the stress level)

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

AQUAFIN-2K/M-white
Elastomeric waterproofing 
slurry

2 04278001/b 35 kg
(white) (25 kg A-comp.) 42

(10 kg B-comp.) 40

2 04278101/b 25 kg 42
(white) (A-comp.)

2 04278103/b 7 kg
(white) (5 kg A-comp., 32 cart.

5 kg x 4/cart.)
(2 kg B-comp.) 100

2 04278102/b 5 kg 32 cart.
(white) (5 kg A-comp.,

5 kg x 4/cart.)

• 2-comp. elastomeric, cementitious
waterproofing slurry against ground water
and back-water. Mixed without adding
water.

• On concrete and masonry, in the building
and civil engineering sector, interior and
exterior use, for new and existing buildings
and beneath natural stone.

• Building regulation approved for
construction waterproofing.

Consumption:
approx. 3.5–4.5 kg/m2

(depending on the stress level)
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AQUAFIN-DIC
Bitumen free high build
waterproof coating

2 04246110/b 30 kg

(12 kg A-comp.) 40
(18 kg B-comp.) 54

• 2-comp., polymer modified, solvent free,
cementitious high build waterproof coating.

• For concrete and masonry work in civil
engineering for new and existing buildings
(cellars, underground car parks etc.) as
well as for damp proof membranes
beneath rising masonry work.

• No priming necessary.
• Tested to DIN 18195.
• Technical regulations approval for structural

waterproofing.

Consumption:
5.0–6.5 kg/m2

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

AQUAFIN-IC
Crystalline waterproofing 
slurry, grey

2 04220001/a 25 kg 42
(grey)• Cementitious, capillary active

waterproofing slurry.
• Against negative and positive water

pressure (>13 bar).
• Especially for waterproofing of

foundations, elevator pits, water tanks and
retaining structures, parking garages,
tunnels, etc.

• Technical regulations approval for structural
waterproofing.

• Approved for potable water structures acc.
to DVGW W270, W347 and ANSI NSF 61.

Consumption:
approx. 0.75–1.5 kg/m2

AQUAFIN-TC07
Cement-based, polymer-
modified, two-component
protective and positive
waterproof coating

2 04212001/a 30 kg

(24 kg A-comp.) 42
(6 kg B-comp.) 85

• Non toxic, flexible, joint free and seamless
protective coating.

• Bridges shrinkage and hairline cracks not
subject to movement.

• Suitable for concrete, stone & masonry.
• Easily & versatile application; brush, roller,

trowel or spray.
• Vapour permeable; allows substrate to

breathe.
• Freeze-thaw and UV resistant.
• Strong abrasion resistance.
• Resistant to 5 bars positive water pressure.
• Resistant to aggressive waters according to

DIN 4030.
• Does not require a primer, even on damp

substrates.

18
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Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

UNIFLEX-B
Flexible additive (B-Component
for AQUAFIN-1K and UNIFIX)

2 04251005/b 1000 kg
2 04251004/b 180 kg
2 04251006/b 8.33 kg 40
2 04251007/b 4.17 kg 85
2 04251001/b 2 kg 100

• Liquid component for producing the elastic,
hydraulic setting waterproofing coat
AQUAFIN-2K and the adhesive UNIFIX-2K.

• As a primer on synthetic substrates e.g.
PVC floor inlets.

Consumption:
1 kg per 3 kg AQUAFIN-1K or UNIFIX

UNIFLEX-M
Flexible additive (component B
for AQUAFIN-2K/M)

2 04282001/b 10 kg 40
2 04281005/b 2 kg 100• Liquid component for the production of the

elastic, hydraulic setting waterproof
coating AQUAFIN-2K/M (grey and white).

• Application as a primer on synthetic
substrates, e.g. PVC floor inlets. 

Consumption:
1 kg per 2.5 kg AQUAFIN-2K/M 

FIX 10-S
Plugging Cement, 
Rapid-Cement

2 01819002/b 12 kg 40
2 01819001/b 6 kg 85
2 01819005/b 1kg x 8/cart.* 24 cart.

• Fast-setting cement which begins to set
immediately after water addition. 

• Chloride-free.
• Instant sealing of surfaces with moisture

penetration, water leaks and areas of
seepage in cellars, shafts, pits etc.

Consumption:
approx. 2 kg/l void
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AQUAFIN-UM
2-comp. flexible waterproofing
slurry, cement based

2 04263103/ 1000 kg
2 04263003/ 33.33 kg

(25 kg A-comp.) 42
(8.33 kg B-comp.) 40

• Flexible, joint free and seamless protective
coating.

• Can be applied by brush, trowel or
sprayed with suitable equipment.

• Bonds to moist surfaces without primer coat.
• Diffusion open.
• Water impermeable upto 7 bar. 
• Resistant against waters aggressive

towards concrete according to DIN 4030.



Waterproofing material – Membranes

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ADF-KE
ECB-Waterproofing membrane
for multiple applications

2 09310001/ 1.05 m/20 m 20 rolls
(1 roll)• Fleece covered, bitumen compatible, 

ECB-Membrane for waterproofing
construction elements in contact with soil,
flat roofs and tunnels.

• Environmentally friendly - free of softeners
and halogens.

• Water and vapourbarrier.
• Reinforced with a fibreglass fleece.
• Installed with cementitious adhesives.
• Root resistant according to FLL-Norms.
• Flexible and tear resistant according to 

DIN 18195-2.

Standard thickness, 1.8mm (+3mm fleece)

AQUAFIN-CJ1
Injection tube

2 07201001/c 50 m 50
(blue)• For the injection of all suitable injection

resins, gels and acrylates, pressure
watertight.

• Officially approved for the use in system
with AQUAFIN-P-resins.

• Interior diameter: 6 mm, 
exterior diameter: 11 mm.

20
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AQUAFIN-CJ2
Injection tube, double wall

2 07202001/c 100 m 25
(green)• For the injection of all suitable injection

resins, gels, acrylates and cement
suspensions, pressure watertight.

• Suitable for repeated injections.
• Officially approved for the use in system

with AQUAFIN-P-resins.
• Interior diameter: 6 mm, 

exterior diameter: 11 mm.

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

AQUAFIN-CJ3
Waterstop

2 07203001/c 5m x 4/cart.* 36 cart.
(18 x 24 mm)• Bentonite-waterstop with high safety

reserves, especially high contents of
sodium bentonite (> 70%).

• Officially approved for use in 
construction.

AQUAFIN-CJ4
Waterstop with patented rain
protection

2 07204001/c 5m x 4/cart.* 36 cart.
(18 x 24 mm)• Super-Bentonite-Waterstop with special

high sodium bentonite content (> 70%).
• One of a kind patented rain protection

coating for the totally independent
installation regardless of weather
conditions.

• Officially approved for use in construction.
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Loam building products

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

THERMOLUT-WP50
Expanded clay - 
lightweight clay

2 08511001/b 10 big bag á1 m3*
(brown)

THERMOLUT-Leichtlehmstein NF1200

Lightweight loam block
2 08510001/c 416 pc.* 416 pc.

• Environmentally friendly.
• For interior areas and exterior bay

sections.
• Conforms to the loam construction

regulations 3.9 of the "German 
Association for Building with Earth".

• High dimensional stability.
• Optimum physical construction properties.
• Dimensions: 24 cm x 11.5 cm x 7.1 cm.

THERMOLUT-UP11
Base coat loam render - 
damp-earth mix

2 08503001/b 1 m3

(brown)• Hand or machine applied.
• Vapour permeable.
• Environmentally friendly.
• For interiors.
• Conforms to the loam (wattle and daub)

construction regulations 3.9 of the
"German Association for Building 
with Earth".

• For thicknesses up to 30 mm in a single
application.

Consumption:
approx. 1.5 kg/m2/mm thickness
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• For lightweight clay plaster work for wet
installations on inner shell construction
(insulation of outer walls).

• For producing lightweight clay plaster
walls.

• Environmentally friendly.
• Ready to use.
• For interiors.
• Conforms to the clay-build construction

regulations 3.9 of the "German 
Association for Building with Earth".

Consumption:
1 m3 THERMOLUT-WP50 achieves 
approx. 1m3 of finished wall mass.

NEW

NEW



We produce quality of life...

THERMOLUT®  –  
Energy savings with guaranteed well being!

Old houses are often cold houses.  Most often construction
methods and historical building preservation regulations do
not allow for effective exterior insulation. 

THERMOLUT® provides a solution to the uncomfortable 
problem of freezing and high heating expenses through a
natural energy insulation with the wood fibre boards,
THERMOLUT®-DP180 in combination with THERMOLUT®

interior loam plaster.  

…well being 
Reduction of energy costs, improved 
interior climate and a harmonic living 
environment.  This is how your 
quality of life is improved!

from inside!

SCHOMBURG



THERMOLUT-UP12
Base coat loam render - dry

2 08505002/b 1.000 kg
(brown)

2 08505001/b 25 kg 42
(brown)

• Hand or machine applied.
• Vapour permeable.
• Environmentally friendly.
• For interiors.
• Conforms to the loam (wattle and daub)

construction. regulations 3.9 of the
"German Association for Building 
with Earth".

• For thicknesses up to 30 mm in a single
application.

• For adhearing the wood fiber insultation
boards THERMOLUT-DP180.

Consumption:
approx. 1.5 kg/m2/mm thickness

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

THERMOLUT-OP23
Finishing loam render - 
damp mixture

2 08506001/b 1 m3

(brown)• Hand or machine applied.
• Vapour permeable.
• Environmentally friendly.
• For interiors.
• Conforms to the loam (wattle and daub)

construction regulations 3.9 of the
"German Association for Building 
with Earth".

• For thicknesses up to 10 mm in a single
application.

Consumption:
approx. 1.5 kg/m2/mm thickness

THERMOLUT-OP24
Finishing loam render - dry

2 08507002/b 1.000 kg
(brown)

2 08507001/b 25 kg 42
(brown)

• Hand or machine applied.
• Vapour permeable.
• Environmentally friendly.
• For interiors.
• Conforms to the loam (wattle and daub)

construction regulations 3.9 of the
"German Association for Building 
with Earth".

• For thicknesses up to 10 mm in a single
application.

Consumption:
approx. 1.5 kg/m2/mm thickness
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THERMOLUT-FP35
Fine loam render - dry

2 08501001/b 25 kg 42
(brown)

2 08501002/b 1.000 kg
(brown)

• Hand or machine applied.
• Vapour permeable.
• Environmentally friendly.
• For interiors.
• Conforms to the loam (wattle and daub)

construction regulations 3.9 of the
"German Association for Building 
with Earth".

• For thicknesses up to 5 mm in a single
application.

Consumption:
approx. 1.5 kg/m2/mm thickness

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

THERMOLUT-CP40
Loam-colour render - dry

2 08502001/b 25 kg 42
(white)

2 08502002/b 25 kg 42
(pure white)

2 08502003/b 25 kg 42
(off white)

2 08502004/b 25 kg 42
(sahara)

2 08502005/b 25 kg 42
(cinnamon)

2 08502006/b 25 kg 42
(ochre)

2 08502007/b 25 kg 42
(orange)

2 08502008/b 25 kg 42
(wine red)

2 08502009/b 25 kg 42
(green)

2 08502010/b 25 kg 42
(anthracite)

• Fine loam (wattle and daub) render in
different natural colours.

• Hand or machine applied.
• Vapour permeable.
• Environmentally friendly.
• For interiors.
• Conforms to the loam construction

regulations 3.9 of the "German 
Association for Building with Earth".

Consumption:
approx. 1.5 kg/m2/mm thickness

THERMOLUT-SCHILFROHR-Gewebe

Natural plaster support base for
the THERMOLUT-Loam plaster
system

2 08508002/c 1.5 m/10 m
= 15 m2

2 08508003/c 2.0 m/10 m
= 20 m2

• Traditional plaster support base made 
from renewable raw materials.

• 70 columnar.
• Bound with galvanized binding wire 

every 10 cm.

15 m2 = standard pack size
20 m2 = season and growth dependant 

(not always available)

25

W
a
te

rp
ro

o
fi

n
g
 a

n
d
 R

es
to

ra
ti
o
nWaterproofing and Restoration



Insulation

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

THERMOLUT-DP180
Wood fiber insulation board 
for internal wall insulation

2 08500001/c 40 mm
(80 cm x 1.2 m 

= 26 pallets 
= 24.96 m2)*

2 08500002/c 60 mm
(80 cm x 1.2 m 

= 17 pallets 
= 16.32 m2)*

2 08500003/c 80 mm 
(80 cm x 1.2 m 

= 13 pallets 
= 12.48 m2)*

2 08500004/c 100 mm 
(80 cm x 1.2 m 

= 10 pallets 
= 9.6 m2)*

• Natural thermal insulation.
• Very good dimensional stablility of the

board.
• Optimal physical properties.
• Application as internal wall insulation in

areas without a moisture vapor barrier.
• High sound/noise reduction potential.
• Achieves a constant pleasant room climate.
• Dampness regulator.
• Vapour permeable.
• Especially suitable for use in combination

with the THERMOLUT loam render system.

THERMOLUT-DP180-LB
Wood fiber insulation board 
for insulation of window and
door spaces

2 08504001/c 20 mm 
(60 cm x 1.2 m 

= 8 pallets 
= 5.76 m2)*

2 08504002/c 40 mm 
(60 cm x 1.2 m 

= 4 pallets
= 2.88 m2)*

• Natural insulation.
• Boards have high form stability.
• Optimal characteristics from the building

design aspect.
• Can be installed as interior insulation

without the use of a vapor barrier.
• Provides sound insulation.
• Promotes a comfortable interior climate.
• Humidity control.
• Breathable.
• Designed specifically for use with the

THERMOLUT-Loam System.

SDM-T plus 8/60 U
Dowels for 
THERMOLUT-DP 180

2 08509001/c 12 cm lenght
(100 pc./carton)*

2 08509002/c 14 cm lenght
(100 pc./carton)*

2 08509003/c 16 cm lenght
(100 pc./carton)*

2 08509004/c 18 cm lenght 
(100 pc./carton)*

• For securing THERMOLUT-DP 180
insulation panels in the THERMOLUT
system.

• Collared dowels with long spread zone.
• Pre-mounted steel screws for maximum

reliability and trouble free mounting.
• Synthetic extruded screw head to minimise

thermal bridging.
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Protective paints and coatings

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASO-HS7
Fuel Oil Resistant Protective
Coating

2 03738002/b 10 l 40
(grey)

2 03739002/b 10 l 40
(red)

2 03738001/b 5 l 85
(grey)

2 03739001/b 5 l 85
(red)

• Solvent free synthetic resin coating.
• 1-comp. synthetic resin dispersion.
• ASO-HS7 is tested and approved to

building and test principles for construction
by the DIBT Berlin.

• Resistant to light fuel oil, unused engine
and transmission oil as well as transformer
oil.

• For cement based substrates such as
concrete, screeds and renders.

Consumption:
mind. 790 ml/m2 – 
dependent on the system 

ADICOR-2K-PU
Decorative protective coating 
for swimming pools

2 05562001/c 10 kg 42
2 05562002/c 5 kg 70
2 05562003/c 2.5 kg 84
(pure white RAL 9010)

2 05562004/c 10 kg 42
2 05562005/c 5 kg 70
2 05562006/c 2.5 kg 84
(light blue RAL 5012)

• 2-Component polyurethane/acrylate.
• Low solvent content.
• Weather-, UV- and abrasion resistant.
• Low consumption.

Special colours: 
Colours, minimum order quantities, lead
times and prices on request. 

Consumption:
approx. 85–125 ml/m2 ADICOR-1K-PU
approx. 300–400 g/m2 ADICOR-2K-PU
depending on application on smooth, flat
substrate 
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ADICOR-1K-PU
Primer for ADICOR-2K-PU

2 05561001/c 5 l 84
• 1-comp., ready to use primer for 

ADICOR-2K/PU.
• Strong adhesion.
• Low consumption. 

Consumption:
approx. 85–125 ml/m2 ADICOR-1K-PU
approx. 300–400 g/m2 ADICOR-2K-PU
depending on application on smooth, even
substrate 

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ADICOR-Solvent
Special solvent for 
ADICOR-2K-PU

2 05563001/c 5 l 84

AQUAFIN-2K-Sicherheitsvlies
Safety fabric

2 04243003/c 0.2 m/25 m 24 cart.
(8 rolls/cart.)

2 04243001/c 1 m/25 m 132
2 04243002/c 1 m/100 m 33

• PP-fabric, increases the breaking
elongation and the tensile strength of
AQUAFIN-2K and AQUAFIN-2K/M
waterproofing.

• For surfaces with high risk of cracking, in
case with high requirements for bridging
posterior occurring cracks.

Consumption:
1.01 m2/m2
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Complementary items

• Cleaning agent for tools used during
mixing and application of ADICOR-2K-PU.

• As dilutant for adjusting the viscosity of
ADICOR-2K-PU.

Consumption:
approx. 3 to 8 % relating to the amount 
of ADICOR -2K-PU



ASO-Systemvlies-02
Protection and separation

2 05021002/c 1 m/25 m 78
2 05021001/c 1 m/100 m 18• PP-fleece with high resistance to tearing.

• Resistant against earth bourne pollutants.
• The special structure of the fabric

guarantees a secure bond to the
waterproof coating.

• Assists thorough drying of polymer
modified high build bitumen coatings.

• As a protective measure against sliding or
slipping of protection and drainage
boards.

Consumption:
1.01 m2/m2

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASO-Verstärkungseinlage
Reinforcement Fabric

2 05023001/c 1 m/25 m 96
2 05023002/c 1 m/100 m 24
2 05023003/c 0.25 m/25 m 24 cart.

(15 rolls/cart.)

• Glass fibre fabric with high tear resistance.
• As an inlay in polymer modified bitumen

high build coatings when applied
according to DIN 18195.

Consumption:
approx. 1.01 m2/m2

INA Schutz- und Drainelement
Protection and drainage 
element

2 05022001/c 7.8 m2

= 10 pallets*• CFC free expanded polystyrene board
covered with a filter-fleece. Conforms to
DIN 4095.

• For the secure and effective protection of
waterproofing materials in contact with oil.

• Length 1250 mm x width 625 mm x
thickness 40 mm.
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Joint Tapes

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASO-Joint-Tape-2000-S
Special sealing tape for
extended requirements

2 05939002/c 50 m 24 cart.
(4 rolls / cart.)

2 05939001/c 25 m 24 cart.
(8 rolls / cart.)

2 05939003/c 50 m 24 cart.
(8 rolls / cart.)

2 05939004/c 1 m2

(Wide version) (Width 5–200 cm,
length varies)

• A new type of composite, extensible,
extremely tear-proof, waterproof yet 
vapour open.

• Ensures quick drying of water contained in
tile adhesives and waterproofing materials.

• Highly resistant to aggressive substances.
• For the watertight construction of expansion

and construction joints in waterproofing
layers made of AQUAFIN-2K, 
AQUAFIN-2K/M, ASOFLEX-AKB,
AQUAFIN-DIC e.g. in swimming pools,
subsoil car parks and areas connected to
the ground.

Available up to 2 m wide.

ASO-Joint-Tape-2000-S-Corners
Flexible sealing tape - 
formed piece

2 05939006/c 1 pc. 63 cart.
(90° inner) (1 pc. x 10 / cart.)

2 05939005/c 1 pc. 63 cart.
(90° outer) (1 pc. x 10 / cart.)

• Prefab. corner form piece made of 
ASO-Joint-Tape-2000-S.

• For the waterproof construction of
expansion and connection joints, e.g. in
swimming pools, subsoil car parks and
areas connected to the ground. 

ASO-Joint-Tape-2000-S-Cross piece

Preformed elastic sealing 
tape section

2 05940001/c 1 pc. 100 cart.
(1 pc. x 10 / cart.)• High quality composite, extensible,

especially tear-proof, waterproof yet 
vapour open. Ensures quick drying of
water contained in tile adhesives and
waterproofing materials. Highly resistant to
aggressive substances.

• For the watertight construction of expansion
and connection joints in the waterproof
coatings AQUAFIN-2K, AQUAFIN-2K/M,
ASOFLEX-AKB, AQUAFIN-DIC e.g. in
swimming pools, underground car parks
and areas with direct ground contact. 
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ASO-Joint-Tape-2000-S-T piece
Flexible sealing tape - 
formed piece

2 05941001/c 1 pc. 100 cart.
(1 pc. x 10 / cart.)• A new type of composite, extensible,

extremely tear-proof, waterproof yet 
vapour open.

• Ensures quick exsiccation of water
containing tile adhesives and sealing
materials.

• Highly resistant to aggressive substances.
• For the watertight construction of expansion

and connection joints in waterproofing
layers made of 
AQUAFIN-2K, AQUAFIN-2K/M, 
ASOFLEX-AKB, AQUAFIN-DIC, e.g. in
swimming pools, subsoil car parks and
areas connected to the ground.

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ADF-Pipe Sleeve
Prefabricated waterproof 
sleeve for pipe penetrations

2 05966001/c 1 pc.
(grey) (1 pc. x 10 / cart.)• Composite material for waterproofing pipe

penetrations in soil contacting areas
against ground moisture/non-backing
seepage water.

• Preformed funnel.
• Size: 350 x 350 mm with edge

perforation.
• Interior diameter: 110 mm.

Consumption:
1 piece/pipe penetration
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Liquid waterpoofing material/Impregnating agents

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

AQUAFIN-F
Silicification solution for
producing damp proof barriers

2 04247004/b 1000 kg
2 04247003/b 220 kg
2 04247002/b 30 kg 24
2 04247001/b 12 kg 60
2 04247005/b 6 kg 140

• Ready to use hydrophobic waterproofing
agent with deep protection through
retrospective capillary contraction.

• Subsequent horizontal waterproofing
against capillary rising dampness and
ground moisture on concrete and masonry.

• WTA approved system. (International
Association for Science and Technology of
Building Maintenance and Monuments
Preservation.)

Consumption:
minimum 15 kg/m2 masonry cross-section

AQUAFIN-IB2
Concentrate for producing
horizontal waterproof barriers
and for impregnating

2 04200001/b 25 l 24
2 04200002/b 10 l 60
2 04200003/b 5 l 140
2 04200004/b 1 l 24 cart.

(1 l x 15 / cart.)

• For the production of retrospective
horizontal waterproofing within the
framework of restoration measures.

• Can be used on visible masonry surfaces.
• For hydrophobic impregnation of facades.
• Diluted on the building site at a ratio of 

1:7 to 1:20.
• WTA approved system. (International

Association for Science and Technology of
Building Maintenance and Monuments
Preservation.)

• Can be stored up to 6 months once mixed.

Consumption:
Concentrate 
Surface impregnation: approx. 20–65 ml/m2

Horizontal waterproofing: approx. 1–1.5 l/m2
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ASOCRET-BM
Filling Mortar for drill holes 
and voids

2 05518001/a 25 kg 42
(grey)• Preblended dry-mortar with high flow

capacity, hardens without shrinkage and
has a high capillary absorptivity.

• Used for filling voids in masonry, especially
when producing retrospective horizontal
waterproof barriers. 

Consumption:
approx. 1.4 kg/l of void

Paints

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ADICOR-G
Silicate Primer

2 05504001/b 10 l 60
• Weather resistant, stabilises substrates for

subsequent coating with ADICOR-SK.
• Used as primer and thinner for ADICOR-SK

in internal and external areas. 

Consumption:
approx. 150–250 ml/m2

according to structure of plaster

ADICOR-SK
Silicate Paint for use with the
THERMOPAL-System

2 05503001/b 12.5 l 32
(white)• Very high vapour permeablity, weather

resistant, good opacity combined with high
whitening degree.

• Silicate paint for the restoration plasters
THERMOPAL-SR24, THERMOPAL-SR44 and
the fine surface finish THERMOPAL-FS33. 

Consumption:
approx. 250 ml/m2 per coat

33

W
a
te

rp
ro

o
fi

n
g
 a

n
d
 R

es
to

ra
ti
o
nWaterproofing and Restoration

Mortars and restoration plasters



Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

THERMOPAL-SP
Cementitious spatterdash 
repair mortar

2 01419001/a 25 kg 42
(grey)• Hydraulically curing pre-blended mortar for

an improved bond between mineral-based
plasters and load bearing mineral-based
backgrounds.

• WTA tested system.

Consumption: 
approx. 3–4 kg/m2 as bonding agent 
approx. 1.85 kg/m2/mm thickness as a
uniform layer

THERMOPAL-GP11
Air-entrained basecoat - WTA

2 01414003/a 20 kg 42
(grey)• Cement-lime backing plaster for the repair

of damp or salt containing brickwork. For
use beneath THERMOPAL-SR24 and
THERMOPAL-SR44.

• Interior and exterior use as a levelling
plaster for uneven surfaces on damp or 
salt contaminated masonry. Tested and
externally monitored by the WTA (WTA =
Scientific and Technical Association
Preservation of Ancient Buildings).

• For bonding the SSB-BauSanierplatte.
• WTA tested system.

Consumption:
approx. 8 kg/m2 per cm thickness
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THERMOPAL-SR44
Restoration plaster - WTA with
lightweight cementitious fillers

2 01416005/a 20 kg 42
(grey)

2 01418002/a 20 kg 42
(white)

• With high levels of air entrainment and
especially high salt storing capacity.

• For producing dry and water vapour
permeable plaster surfaces, especially in
the course of the renovation of damp and
salt encrusted walls in interior and exterior
areas.

• WTA tested system.

Consumption:
approx. 7.5 kg/m2 per cm thickness

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

THERMOPAL-SR24
Restoration plaster - WTA with
high levels of entrained air

2 01411001/a 25 kg 42
(grey)• High salt storing capacity.

• For producing dry and water vapour
permeable plaster surfaces, especially in 
the course of the restoration of damp and
salt encrusted walls in interior and exterior
areas.

• Rapid setting.
• WTA tested system.

Consumption:
approx. 9.5 kg/m2 per cm thickness

THERMOPAL-FS33
Fine smoothing compound for
THERMOPAL restoration plasters

2 01422001/a 25 kg 42
(light grey)• Cementitious fine smoothing compound

with adhesion promoting additives, low
stress and vapour-permeable.

• For the production of a fine surface finish
applied over cementitious plasters as a
finishing plaster or surface smoothing
compound in interiors and exteriors
especially over THERMOPAL-SR24 and
THERMOPAL-SR44. 

Consumption:
approx. 1.4 kg powder/m2/mm thickness
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Up to 50% less consumption



FIX 10-S
Plugging Cement, 
Rapid-Cement

2 01819002/b 12 kg 40
2 01819001/b 6 kg 85
2 01819005/b 1 kg x 8/cart.* 24 cart.

• Fast-setting cement which begins to set
immediately after water addition. Chloride-
free.

• Instant sealing of surfaces with moisture
penetration, water leaks and areas of
seepage in cellars, shafts, pits etc.

Consumption:
approx. 2 kg/l void

Smoothing compounds, repair mortars

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASOCRET-BS2
Patching and Repair Mortar 

2 05506002/b 25 kg 42
(grey)

2 05506001/b 6 kg 162
(grey)

• Cement-bound, polymer modified dry
mortar, for interior and exterior use.

• Filling-finish after concrete repair works.
Repairing, smoothing and coating of
ceiling and wall surfaces consisting of
concrete construction units.

• Closing of fine cracks, pores and
honeycombs. Wide thin filling layer for a
subsequent coating.

• For thicknesses from 2 to 10 mm in one
application.

Consumption:
approx. 1.5 kg/m2 per 1 mm thickness

SOLOCRET-15
Sag resistant levelling mortar -
rapid hardening

2 05437001/a 25 kg 42
(grey)

2 05437002/a 6 kg 166
(grey)

• Low shrinkage, pre-blended mortar with
very good application properties. For
interior and exterior use.

• For filling, levelling and smoothing of
uneven, cement-based wall, floor and
ceiling surfaces before waterproofing or
tiling.

• Can be used in swimming pool
construction.

• Can be felt boarded or smoothed with a
float.

• For thicknesses from 2 to 15 mm in a 
single application.

Consumption:
approx. 1.5 kg/m2 per 1 mm thickness
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ASOCRET-RN
Mortar for coved fillets,
renovation and repair

2 05508002/a 25 kg 42
(grey)

2 05508001/a 6 kg 162
(grey)

• Cementitious polymer modified mortar.
• For interior and exterior use.
• For the formation of coved fillets (wall/base

slab junction) as well as for the repair and
sealing of damage and defects.

• For thicknesses from 3 - 20 mm in one
application.

Consumption:
approx. 1.6 kg/m2/mm

Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet

ASOCRET-RS
Repair mortar, fast setting

2 05538003/a 20 kg 40
(grey)

2 05538002/a 6 kg 85
(grey)

• For interior and exterior horizontal concrete
surfaces, also in areas subject to heavy-
duty use, e.g. industrial floors, multi-storey
car parks, ramps and other commercially
used rooms or areas.

• For thicknesses from 6 to 50 mm in one
layer.

Consumption:
RS-mortar: approx. 1.7 kg/m2/mm thickness
RS-slurry:: approx. 0.88 kg/m2

ASOCRET-IM
Crystalline repair and sealing
mortar for concrete

2 05523001/a 25 kg 42
(grey)• Capilliary active.

• For the watertight filling of opened cracks
and holes, which are subsequently covered
with AQUAFIN-IC.

• Can be used to form coved fillets.
• For interior and exterior use.

Consumption:
U-shaped cracks chiselled out to 
20 x 25 mm: 1.3 kg/m
Coved fillets 38 mm haunches: 
approx. 1.3 kg/m



Product/General term Description/Fields of Application Art.-No./ Packaging size Units per

Consumption Discount group (colour) Euro-Pallet
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ASOLIN-WS
Liquid facade impregnator

2 01246003/b 180 l
2 01246002/b 25 l 12
2 01246001/b 10 l 42
2 01246004/b 5 l 70
2 01246900/b 1 l 60 cart.

(1 l x 6/cart.)

• Solvent-based, water-repellent siloxane
impregnator.

• Colourless weather protection for facades,
for the water-repellent impregnation of
cementitious building materials. Application
also possible on slightly damp surfaces.

Consumption:
between 100–1000 ml/m2

ASO-DFM
Joint mortar for 
grouting facades

2 04274001/c 2.23kg x 9/cart.* 40 cart.
(cement grey)

2 04274002/c 2.23kg x 9/cart.* 40 cart.
(off-white)

2 04274003/c 2.23kg x 9/cart.* 40 cart.
(cream)

• Ready to use, solvent free joint mortar for
grouting clinker clad facades.

• For new and existing buildings.
• In a practical plastic bag.
• Resistant to weathering and ageing.
• For joint widths up to 20mm.
• For joints depths up to 15mm, ideally 

up to 7mm.

Consumption:
approx. 1–4 kg/m2, depending on joint
width and depth

Facade protection
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AQUAFIN-IB2
Concentrate for producing
horizontal waterproof barriers
and for impregnating

2 04200001/b 25 l 24
2 04200002/b 10 l 60
2 04200003/b 5 l 140
2 04200004/b 1 l 24 cart.

(1 l x 15/cart.)

• For the production of retrospective
horizontal waterproofing within the
framework of restoration measures.

• Can be used on visible masonry surfaces.
• For hydrophobic impregnation of facades.
• Diluted on the building site at a ratio of 

1:7 to 1:20.
• WTA approved system. (International

Association for Science and Technology of
Building Maintenance and Monuments
Preservation.)

• Can be stored up to 6 months once mixed.

Consumption:
Concentrate 
Surface impregnation: approx. 20–65 ml/m2

Horizontal waterproofing: approx. 1–1.5 l/m2

2 01247003/c 20 l 24
2 01247002/c 10 l 40
2 01247001/c 2.5 l 100

• Solvent free, water repellent, impregnating
cream based on silane.

• With deep penetration.
• Applies without loss.
• Can be applied in a single application.
• Used as a colourless facade protection for

the water repellent impregnation of
cementitious building materials.

Consumption:
dependent on the substrate  
approx. 100–250 ml/m2

ASOLIN-SFC45
Facade impregnator, cream
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ASOFLEX-SDM
Elastic sealing compound

2 03109001/c 1 kg 18 cart.
(grey) (1 kg x 9 / cart.)

(Combination 
packaging)

• Thixotropic 2-comp., solvent free, elastic
polyurethane resin.

• For sealing pipe inlets, floor drains and
edge profiles.

Consumption:
dependent on application

ASOFLEX-PU45
Thixotropic joint sealant

2 03120002/c 310 ml 100 cart.
(RAL 7032, (310 ml x 12/cart.)
limestone)

• 1-comp., pigmented, moisture curing
polyurethane-sealant, lightfast and UV
stable.

• For floor joints in industrial buildings, on
balconies and terraces.

• Grouting material for concrete elements.
• Movement accomodation: 15 - 20% of the

joint width.

Consumption:
dependent on volume of joint

ASODUR-EP/FM
Self-levelling epoxy joint 
sealing compound

2 05792001/c 4 kg 84
(grey) (Combination 

packaging)
• 2-comp., solvent free, elastic, self-levelling

epoxy-polyurethane resin.
• Resistant to diluted acids, alkalis and salt

solutions.
• For sealing joints in heavy-duty industrial

floors in internal areas.

Consumption:
approx. 1350 g/l joint volume

Elastic joint sealants




